**Application:** Dispensing of all types of commercial gasolines, or other petroleum based products, from service station pumps. A heavy duty hardwall hose which does not collapse in reel use or behind the nozzle in heavy duty service.

**Tube:**
- Type C (Nitrile)
- Black
- RMA (Class A)
- High oil resistance

**Reinforcement:** Braided, high tensile steel wire

**Cover:**
- Type J (CPE).
- Black

**Temperature:** -40°F to +120°F (-40°C to +49°C) continuous service

**Branding:** Eagleflo Hardwall Gasoline Hose (Curp Pump Hose)

**Couplings:** Contact JGB for proper hose fitting recommendation and coupling procedure.

**Lengths:**
- Up to 500 feet
- Custom lengths made to order

**Category:** Petroleum Transfer Hose

**Colors:** Black with black cover

---

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>In</td>
<td>In</td>
<td>psi</td>
<td>ln</td>
<td>lbs</td>
</tr>
<tr>
<td>050-0102-0150</td>
<td>5/8</td>
<td>1.00</td>
<td>150</td>
<td>6.0</td>
<td>0.37</td>
</tr>
<tr>
<td>050-0122-0150</td>
<td>3/4</td>
<td>1.13</td>
<td>150</td>
<td>6.0</td>
<td>0.42</td>
</tr>
<tr>
<td>050-0162-0150</td>
<td>1</td>
<td>1.38</td>
<td>150</td>
<td>8.0</td>
<td>0.57</td>
</tr>
</tbody>
</table>

---

**WARNING:** Cancer and Reproductive Harm
[www.P65Warnings.ca.gov](http://www.P65Warnings.ca.gov)