Green/Clear PVC Suction & Discharge Hose

Applications:
- Agricultural liquid fertilizer
- Air seeder lines
- Drain lines
- Irrigation lines
- Rock dusting
- Pumps, rental and construction dewatering
- Pumps, trash
- Mining applications (MSHA approved)
- Water suction – standard duty

Tube: PVC tube with rigid PVC helix
Temperature: -10°F to +140°F
Couplings: * Contact JGB for proper fitting recommendation and coupling procedure.
* MSHA Approved

Features:
- Smooth both inner & outer surface
- Ellipse shaped helix: sustains strength without added thickness
- Lightweight, highly flexible - excellent vacuum rating
- Transparent construction allowing visual confirmation of material flow

<table>
<thead>
<tr>
<th>Part #</th>
<th>ID</th>
<th>OD</th>
<th>Min. Bend Radius</th>
<th>WP</th>
<th>Vacuum Rating</th>
<th>Burst Pressure (psi)</th>
<th>Weight</th>
<th>Standard Length</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>in</td>
<td>in</td>
<td>in</td>
<td>psi</td>
<td>in/Hg</td>
<td>water temp</td>
<td>lbs</td>
<td>ft</td>
</tr>
<tr>
<td>Clear</td>
<td>Green</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>007-0160-0085I</td>
<td>007-0169-0085I</td>
<td>1</td>
<td>1.24</td>
<td>3</td>
<td>85</td>
<td>29</td>
<td>313</td>
<td>100</td>
</tr>
<tr>
<td>007-0200-0085I</td>
<td>007-0209-0085I</td>
<td>1-1/4</td>
<td>1.54</td>
<td>4</td>
<td>85</td>
<td>29</td>
<td>284</td>
<td>156</td>
</tr>
<tr>
<td>007-0240-0070I</td>
<td>007-0249-0070I</td>
<td>1-1/2</td>
<td>1.82</td>
<td>5</td>
<td>70</td>
<td>29</td>
<td>270</td>
<td>142</td>
</tr>
<tr>
<td>007-0320-0065I</td>
<td>007-0329-0065I</td>
<td>2</td>
<td>2.28</td>
<td>8</td>
<td>65</td>
<td>29</td>
<td>242</td>
<td>128</td>
</tr>
<tr>
<td>007-0400-0050I</td>
<td>007-0409-0050I</td>
<td>2-1/2</td>
<td>2.83</td>
<td>10</td>
<td>50</td>
<td>29</td>
<td>228</td>
<td>128</td>
</tr>
<tr>
<td>007-0480-0060I</td>
<td>007-0489-0060I</td>
<td>3</td>
<td>3.35</td>
<td>12</td>
<td>50</td>
<td>29</td>
<td>199</td>
<td>100</td>
</tr>
<tr>
<td>007-0640-0050I</td>
<td>007-0649-0050I</td>
<td>4</td>
<td>4.45</td>
<td>14</td>
<td>50</td>
<td>29</td>
<td>199</td>
<td>100</td>
</tr>
<tr>
<td>007-0960-0040I</td>
<td>007-0969-0040I</td>
<td>6</td>
<td>6.67</td>
<td>25</td>
<td>30</td>
<td>28</td>
<td>156</td>
<td>57</td>
</tr>
<tr>
<td>007-1200-0040I</td>
<td>007-1289-0040I</td>
<td>8</td>
<td>8.83</td>
<td>30</td>
<td>30</td>
<td>28</td>
<td>156</td>
<td>57</td>
</tr>
</tbody>
</table>

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov

Click for directions:
JGB Headquarters
Liverpool, NY 13088
(315) 451-2770
Buffalo Branch
Cheektowaga, NY 14225
(716) 684-8224
Southeast Hub
Charlotte, NC 28273
(704) 588-9920
St. Louis Branch
St. Louis, MO 63123
(704) 588-9920
Williston Branch
Williston, ND 58801
(701) 774-2195
Houston Branch
Pasadena, TX 77503
(281) 930-7777

Download the JGB® Mobile App
Connect with us:
www.jgbhose.com